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Performance and innovation.
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BluLub 
®

Performance
and innovation

High performance
Extreme material performances with high 
speeds and loads.

Low friction
Lowest coefficient of friction compared 
to traditional materials.

Low Energy
Reduced energy consumption thanks to 
ultra-low friction and lower drive effort.

Long Wear Life
Longer wear life and reduced moisture 
absorption.

Low Noise
Reduced noise and squeaking level.

Best Lubricant
Consistently lubricant distribution over 
the entire surface.

Born to perform.
BluLubBluLub is the Movex super-performance compounded Ultra High Molecular Weight  is the Movex super-performance compounded Ultra High Molecular Weight 
Polyethylene material, with the latest generation of solid lubricants, able to contribute Polyethylene material, with the latest generation of solid lubricants, able to contribute 
improving PV properties (limiting pressure velocity) compared to standard UHMW-PE, especially improving PV properties (limiting pressure velocity) compared to standard UHMW-PE, especially 
in applications with limited lubrication, higher speeds and/or higher loads. in applications with limited lubrication, higher speeds and/or higher loads. BluLub BluLub ensures ensures 
high wear and abrasion resistance, requires less energy and with the lowest coefficient of fri-high wear and abrasion resistance, requires less energy and with the lowest coefficient of fri-
ction, improves the product stability and wear life of sliding parts. ction, improves the product stability and wear life of sliding parts. 

TThanks to the unique hanks to the unique BluLubBluLub characteristics, all the extruded profiles can offer several  characteristics, all the extruded profiles can offer several 
advantages like longer wear life, minimized dust generation and extreme noise reduction. The advantages like longer wear life, minimized dust generation and extreme noise reduction. The 
recent test with the Technical University of Chemnitz, confirmed recent test with the Technical University of Chemnitz, confirmed BluLub BluLub being the best being the best 
material available for dry running applications.material available for dry running applications.



Note: Material properties and performance of final product are subject to variation according to operating conditions, e.g. environmental conditions, chemicals, cleanliness.

Description
Extra Performance material (UHMW-PE Polyethylene)
with a very low coefficient of friction and improved wear resistance.
Recommended for high speed and dry running applications.

Molecular density: 9.200.000 g/mol.
Operating temperature: -40 to +80°C (-40 to 176°F)
Linear expansion coefficient: 2x10-4°C-1 (1.1x10-4°F-1)

APPROVAL

NEW Formula

OLD Formula

BluLubUHMW-PE
1000

HDPE
500

0

1

3

2

5

4

UHMW-PE
1200

Nylatron
GSM/NSM

FO
RC

E 
(N

)

BluLubW-PE
1000

HDPE
500

0

400

800

1200

1600

W-PE
1200

Nylatron
GSM/NSM

0

0.05

0.10

0.15

0.20

TIME (h)

100 20 30 40

Description and Features

COEFFICIEN OF FRICTION - Comparison table

RELATIVE WEARLIFE - Comparison tablePV LIMIT - Comparison table

BluLubBluLub was tested by the University of 
Chemnitz and demonstrated excellent 
performance in dry-running applications, 
confirming its suitability for demanding 

operating conditions.
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Vertical RAM extrusion 

Side guides
MADE WITH RAM TECHNOLOGY
BluLub ®

9.200.000 
g/mol

MOL
EC

U
LA

R DENSITY

• Best efficiency • Increased wall thickness
• Superior flatness • Improved sliding properties
• Reduced product damage • Smoother shape
• Less dust/powder • Improved superficial texture
• High-level quality standards 

The Movex side guides, extruded with RAM extrusion technology, are 
the perfect choice to improve the conveyor performances. Thanks 
to a new patented and innovative production process, we have fur-
ther enhanced our range of profiles, improving performance and 
reducing the dust creation.

These profiles are available with height from 50 to 170 mm, and 
with many different shapes and types (with clamping system or 
label saver), and can also be extruded with our unique materials 
BluLub 

® and Titanium White 

®, providing unparalleled per-
formance and reliability.

KEY BENEFITS compared to traditional 
extrusion technique:

Side guides
TRADITIONAL IN THE MARKET
SCREW EXTRUSION PROCESS (COMPETITOR MATERIAL)

HDPE

MOL
EC

U
LA

R DENSITY

Polished finish 

500.000
g/mol

Extruded Profiles

Matte finish 
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Example of application

Old formulaBluLub ® To enhance visual inspection and quality control, the solid lubricant 
now features an updated darker blue appearance.

The BluLub 

® compound formulation remains unchanged, 
maintaining the same molecular weight of 9,200,000 g/mol and 
guaranteeing the same proven tribological and mechanical perfor-
mance in terms of friction behavior, wear resistance and efficiency.

Furthermore, the material used for machined curves is now visually 
standardized with the BluLub 

® material already adopted for 
extruded profiles for several years, providing a more consistent 
appearance across the complete product range.

New formulaBluLub ®

Curve and Nosebars
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Transfer plate Guide railBar cap Bar cover

L-Profile J-Profile U-Profile C-ProfileZ-Profile Special shape

Extruded Profiles Range

Side guide rail Neck Guide

Easy and modular replacement
label saver system.

RS Side Guide Profiles combine flexible 
installation options with replaceable 
BluLub wear strips to reduce downtime 
and lower maintenance costs.

•	 No gap between connection
•	 Fast and easy maintenance
•	 Interchangeable wearstrip

Visit our website to discover our range 
of more than 2.000 extruded profiles.

RS SIDE GUIDE RAIL

Can’t Find the Right One? 
Ask our team to develop a custom 
extruded profile designed around 
your specific requirements, com-
bining engineering expertise, 
manufacturing excellence, and a 
tailored approach.
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Nosebars
for 530 Series

Nosebars
for 530 LBP

Nosebars
for 530 Pro LBP

Nosebars
for 520/525 Series

Nosebars
for 520/525 Series

Nosebars
for 520/525 Series

Nosebars
for 521 Series

Nosebars
for 521 Series

Nosebars
for 521 Series

Nosebars
for 522 HD Series

Nosebars
for 522 HD Series

Nosebars
for 522 HD Series

Nosebars
for 7870 Series

Nosebars
for 530 LBP

Nosebars
for 530 Pro LBP

Nosebars
for 530 Series

Curve
240 XE - 260M 

Curve
261 M

Curve
RS PRO

Curve
882 LBP M

Curve
8857 M

Curve
882 M

Wear Strip

Curve 
879-880-881M

Curves and NoseBars Range

Nosebars
for 530 Series

Nosebars
One piece

Nosebars
One piece with rollers

Nosebars
One piece with bearing
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movexii.com

Movex worldwide

Movex Brasil Ltda
P +55-15-3141-2550
info.brazil@movexii.com

Movex SA de CV
P +52-1-3318458187
info.mexico@movexii.com

Movex CIS Countries
P +39-348-7769760
info@movexii.com

Movex USA Inc.
P +1-877-401-5377
info.usa@movexii.com

Movex GmbH
P +49-6204-9375-0
info.germany@movexii.com

Movex France
P +33-06-21-02-79-15
info.france@movexii.com

Movex UK Ltd.
P +44-77-20678442
info.uk@movexii.com

Movex India
P +91 9822085998
info.india@movexii.com

Movex Spain
P +34 983 217 480
info.spain@movexii.com

Movex Nederland
P +31-630-994850
info@movexii.com

Movex China
info.china@movexii.com

Movex S.p.A. Headquarters
Viale Industria, 22 - 24060 Castelli Calepio (BG) Italy

P +39 035 8359711
info@movexii.com

Movex S.p.A. Logistics center
Via Repubblica, 21/E - 24060 Castelli Calepio (BG) Italy

https://www.movexii.com/en/prodcat/sprockets-turning-disks?feat=996
https://www.facebook.com/MovexSPA/
https://www.instagram.com/movexspa/
https://it.linkedin.com/company/movex-industrial-innovations
https://www.youtube.com/channel/UCOSZEuSVYgzoGLTs8-49p0g

