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Lighter by design.
550 LT FT
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The information provided in this leaflet is up to date as of the publication date, which can be found on the back in the upper left corner.

550 Lightweight, without compromising performance.
Movex is proud to introduce the new Movex is proud to introduce the new 550 Light Top550 Light Top Flat Top  Flat Top modular belt, an optimized and high modular belt, an optimized and high 
performance solution designed to handle loads with precision and reliability.performance solution designed to handle loads with precision and reliability.

Engineered to be Engineered to be up to 10% lighter compared to our 550 FTup to 10% lighter compared to our 550 FT, without compromising performance , without compromising performance 
or long-term stability in demanding conveyor applications, especially when handling lightweight or long-term stability in demanding conveyor applications, especially when handling lightweight 
containers such as empty cans and other packaging solutions that are difficult to manage due to containers such as empty cans and other packaging solutions that are difficult to manage due to 
their shape and low weight.their shape and low weight.

The The 550 LT550 LT features enhanced flatness, providing superior planarity for smoother operation and  features enhanced flatness, providing superior planarity for smoother operation and 
greater precision, while its more closed surface design, with greater precision, while its more closed surface design, with +15% increased surface coverage+15% increased surface coverage, , 
improves protection and operational efficiency.improves protection and operational efficiency.

Designed to simplify installation and setup, the Designed to simplify installation and setup, the 550 LT FT550 LT FT allows easy and intuitive sprocket  allows easy and intuitive sprocket 
positioning, ensuring fast, accurate, and error-free alignment. Built for strength, durability, and positioning, ensuring fast, accurate, and error-free alignment. Built for strength, durability, and 
ease of use, it delivers consistent performance and long-term value in continuous operations.ease of use, it delivers consistent performance and long-term value in continuous operations.

Light Top FT

Strength & Durability
Thanks to its design, 550 LT FT ensures 
strength and long-lasting durability.

Improved flatness
Enhanced planarity for better stability 
and precision in operation.

Easy sprocket positioning
Simple and intuitive sprocket
alignment, error-free operation.

User-friendliness
Easy installation and compatibility 
also in existing lines.

Reduced weight
Reduced weight for improved efficiency 
and long-term reliability.

More closed surface
+15% surface coverage for greater 
protection and efficiency.
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Contact us, our staff is at your disposal for a consultation or a free quotation.

Backflex radius min.: 25 mmCODE STRUCTURE GUIDE   (Example)

5513 01 0085 A
Series *Material Width Version

Version A -  Standard

NEW
Modular Belt Series 550 Light Top Flat Top, H=8,7 M=85

Series Material Width Version

5513 * 0085 A / B / C
5513 * 0170 A / B / C
5513 * 0255 A / B / C
5513 * 0340 A / B / C
5513 * 0425 A / B / C
5513 * 0510 A / B / C
5513 * 0595 A / B / C
5513 * 0680 A / B / C
5513 * 0765 A / B / C

Version B - 1 Positioner

Series Material Width Version

5513 * 0850 A / B / C
5513 * 0935 A / B / C
5513 * 1020 A / B / C
5513 * 1105 A / B / C
5513 * 1190 A / B / C
5513 * 1275 A / B / C
5513 * 1360 A / B / C
5513 * 1445 A / B / C
5513 * 1530 A / B / C

Version C - 2 Positioner
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Pin Sphere®

AUT LOCK

Improved Flatness

Explore the available 
versions on our website.

Related
sprockets

The nominal tensile load is considered at 23 °C (73 °F).

For belts up to 750 mm (30”) in width, the reduction ranges from -3 mm to 0 mm, and for widths beyond that, from -0.5% to 0%.

The maximum allowable stress depends on the operating temperature in the area surrounding the motor shaft. Within the temperature 
range permitted by the material, the maximum allowable tensile stress may vary from 100% to 20% of the nominal stress.

550 LT FT

LFA - Code 01
Low friction Acetal

MX - Code 03
Performance PBT

AS - Code 12
Antistatic Acetal

Max w. load:
Weight:
Temp. range dry:
Pin material:

21000 N/m
7,6 kg/m2

-40÷80 °C
PBT white

Max w. load:
Weight:
Temp. range dry:
Pin material:

17000 N/m
7,0 kg/m2

-40÷80 °C
POM grey

Max w. load:
Weight:
Temp. range dry:
Pin material:

21000 N/m
7,6 kg/m2

-40÷80 °C
PBT white

*Material
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Movex worldwide

Movex Brasil Ltda
P +55-15-3141-2550
info.brazil@movexii.com

Movex SA de CV
P +52-1-3318458187
info.mexico@movexii.com

Movex CIS Countries
P +39-348-7769760
info@movexii.com

Movex USA Inc.
P +1-877-401-5377
info.usa@movexii.com

Movex GmbH
P +49-6204-9375-0
info.germany@movexii.com

Movex France
P +33-06-21-02-79-15
info.france@movexii.com

Movex UK Ltd.
P +44-77-20678442
info.uk@movexii.com

Movex India
P +91 9822085998
info.india@movexii.com

Movex Spain
P +34 983 217 480
info.spain@movexii.com

Movex Nederland
P +31-630-994850
info@movexii.com

Movex China
info.china@movexii.com

Movex S.p.A. Headquarters
Viale Industria, 22 - 24060 Castelli Calepio (BG) Italy

P +39 035 8359711
info@movexii.com

Movex S.p.A. Logistics center
Via Repubblica, 21/E - 24060 Castelli Calepio (BG) Italy

https://www.movexii.com/en/prodcat/sprockets-turning-disks?feat=996
https://www.facebook.com/MovexSPA/
https://www.instagram.com/movexspa/
https://it.linkedin.com/company/movex-industrial-innovations
https://www.youtube.com/channel/UCOSZEuSVYgzoGLTs8-49p0g



