
Engineered for versatile reliability.
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7900 FT Series 7900 Flat Top, H=9.8 M=51
Flat Top

Backflex radius min.: 50 mm  |  Pin diameter: 4.6 mm  |  Drive system: Hinge

The nominal tensile strength and the nominal width tolerance are valid for a temperature of 21°C (69.8 °F).

The actual belt width may differ from the nominal value depending on the material used, with the following percentage 
tolerances: For POM belts, the variation ranges from 0% to -0.5%. For PP belts, the variation ranges from -0.5% to +0.5%.

*Belts wider than standard are available with 2 inch increments (standard)
or 0.33 inch 8.4 mm increments (special).

W - Width available (inch)

From 2 inch Increments of 2 inch (or 0.33 inch special)

PINS AVAILABLE

PBT Pin PP Pin
Max w. load:
Weight:
Temp. dry:

21500 N/m
8.10 kg/m²
-40÷93 °C

Max w. load:
Weight:
Temp. dry:

21000 N/m
7.87 kg/m²

+5÷93 °C

PINS AVAILABLE

PP Pin
Max w. load:
Weight:
Temp. dry:

10000 N/m
5.27 kg/m²
+5÷104 °C

BELT COLORS BELT COLORS

BELT MATERIAL BELT MATERIAL

POM - Acetal PP - Polypropylene

PP/PBT EXTERNAL
CLOSING PINS

27.2 mm
P ITCH

CHAMFER
DESIGN

RAL 5005 White RAL 7015
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NEW
Backflex radius min.: 50 mm  |  Pin diameter: 4.6 mm  |  Drive system: Hinge

7900 FT Series 7900 Flat Top, H=9.8 M=51
One track belt with 2 Positioners

K750

K85K325

K450

85 (K85) 9.8

27
.2

82.5 (K325) 9.8

27
.2

114.3 (K450) 9.8

27
.2

190.5 (K750) 9.8

27
.2

W - Width available (inch)

3.25 - K325 3.35 - K85 4.5 - K450 7.5 - K750

PINS AVAILABLE

PBT Pin PP Pin
Max w. load:
K325
K85
K450
K750
Weight:
Temp. dry:

1750 N
1800 N
2450 N
4050 N

8.10 kg/m²
-40÷93 °C

Max w. load:
K325
K85
K450
K750
Weight:
Temp. dry:

1700 N
1750 N
2400 N
4000 N

7.87 kg/m²
+5÷93 °C

PINS AVAILABLE

PP Pin
Max w. load:
K325
K85
K450
K750

800 N
850 N

1100 N
1900 N

 
Weight:
Temp. dry:

 
5.27 kg/m²
+5÷104 °C

BELT COLORS BELT COLORS

BELT MATERIAL BELT MATERIAL

POM - Acetal PP - Polypropylene

The nominal tensile strength and the nominal width tolerance are valid for a temperature of 21°C (69.8 °F).

The actual belt width may differ from the nominal value depending on the material used, with the following 
percentage tolerances: For POM belts, the variation ranges from 0% to -0.5%. For PP belts, the variation ranges 
from -0.5% to +0.5%.

Design with 2 Positioners

K85 K325/K450/K750

17
.816

42.1

6.
2

42.9

8

K85 K325/K450/K750

17
.816

42.1

6.
2

42.9

8

RAL 5005 White RAL 7015
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NEW7900 FG Series 7900 Flush Grid, H=8.7 M=51
Flush Grid

Backflex radius min.: 50 mm  |  Pin diameter: 4.6 mm  |  Drive system: Hinge  |  Max slot size: 6.9 x 7 mm

1” S SS 1”S S
PITCH PITCH

SPROCKETS POSITION Available PITCH: ~3”

PITCH PITCH

102
W (inch)

M=51

27
.2

8.7

RAL 5005

PINS AVAILABLE

PP Pin
Max w. load:
Weight:
Temp. dry:

10000 N/m
4.94 kg/m²
+5÷104 °C

BELT COLORS BELT COLORS

BELT MATERIAL BELT MATERIAL

POM - Acetal PP - Polypropylene

The nominal tensile strength and the nominal width tolerance are valid for a temperature of 21°C (69.8 °F).

The actual belt width may differ from the nominal value depending on the material used, with the following percentage 
tolerances: For POM belts, the variation ranges from 0% to -0.5%. For PP belts, the variation ranges from -0.5% to +0.5%.

*Belts wider than standard are available with 2 inch increments (standard)
or 0.33 inch 8.4 mm increments (special).

W - Width available (inch)

From 2 inch Increments of 2 inch (or 0.33 inch special)

PP/PBT EXTERNAL
CLOSING PINS

27.2 mm
P ITCH

38.0%
OPEN SURFACE

White RAL 7015

PINS AVAILABLE

PBT Pin PP Pin
Max w. load:
Weight:
Temp. dry:

21500 N/m
7.47 kg/m²
-40÷93 °C

Max w. load:
Weight:
Temp. dry:

21000 N/m
6.77 kg/m²

+5÷93 °C

38.0%
OPEN SURFACE



7900 SERIES

5

NEW7900 FG Series 7900 Flush Grid, H=8.7 M=51
One track belt with 2 Positioners

RAL 5005

Backflex radius min.: 50 mm  |  Pin diameter: 4.6 mm  |  Drive system: Hinge  |  Max slot size (K325-K450-K750): 6.9 x 7 mm (K85): 10.2 x 7 mm

W - Width available (inch)

3.25 - K325 3.35 - K85 4.5 - K450 7.5 - K750

PINS AVAILABLE

PP Pin
Max w. load:
K325
K85
K450
K750

800 N
850 N

1100 N
1900 N

 
Weight:
Temp. dry:

 
4.94 kg/m²
+5÷104 °C

BELT COLORS BELT COLORS

BELT MATERIAL BELT MATERIAL

POM - Acetal PP - Polypropylene

The nominal tensile strength and the nominal width tolerance are valid for a temperature of 21°C (69.8 °F).

The actual belt width may differ from the nominal value depending on the material used, with the following 
percentage tolerances: For POM belts, the variation ranges from 0% to -0.5%. For PP belts, the variation ranges 
from -0.5% to +0.5%.

82.5 (K325)

27
.2

8.7

114.3 (K450)

27
.2

8.7 190.5 (K750)

27
.2

8.7

85 (K85)

27
.2

8.7

K750

K85K325

K450

Design with 2 Positioners

K85 K325/K450/K750

16
.7

14
.9

42.1

6.
2

42.9

8

K85 K325/K450/K750

16
.7

14
.9

42.1

6.
2

42.9

8

White RAL 7015

PINS AVAILABLE

PBT Pin PP Pin
Max w. load:
K325
K85
K450
K750
Weight:
Temp. dry:

1750 N
1800 N
2450 N
4050 N

7.47 kg/m²
-40÷93 °C

Max w. load:
K325
K85
K450
K750
Weight:
Temp. dry:

1700 N
1750 N
2400 N
4000 N

6.77 kg/m²
+5÷93 °C

38.0%
OPEN SURFACE
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Materials: POM: Acetal; PA: Polyamide

Drive sprocket and
idler sprocket.
Molded

Dimensions expressed in millimeter

7900 Sprockets
Drive sprocket Idler sprocket

O
D

PD

B

38

15

LEGEND:  Z=Nº Teeth | B=Bore | PD= Pitch Diameter | OD=Overall diameter | S=Shaft center to wear strip top

Article-Nr. Z- Bore PD OD S

POM Natural PA Natural

247951  247951PA  9 25 79 81 36
250151  250151PA  12 25 104 109 50
250152  250152PA  30
250351  250351PA  18 25 155 160 78
250352  250352PA  30
250451  250451PA  20 25 173 178 87
250452  250452PA  30
250453  250453PA  35
250454  250454PA  40
250459  250459PA  50
250462  250462PA  55

Article-Nr. Z- Bore PD OD S

POM Natural PA Natural

247806 247806PA 6 25* 25 ■ 53 56 21
247901  247901PA  9 25 79 81 36
247908  247908PA  40* 40 ■
250008 250008PA 10 40* 40 ■ 89 91 41
250101  250101PA  12 25 104 109 50
250102  250102PA  30
250108  250108PA  40* 40 ■
250301  250301PA  18 25 155 160 78
250302  250302PA  30
250308  250308PA  40* 40 ■
250310  250310PA  60* 60 ■
250401  250401PA  20 25 173 178 87
250402  250402PA  30
250403  250403PA  35
250404  250404PA  40
250408  250408PA  40* 40 ■
250409  250409PA  50
250412  250412PA  55
250410  250410PA  60* 60 ■
250411  250411PA  65*65 ■

O
D

PD

B

38

15

METRIC
SIZE
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Materials: POM: Acetal; PA: Polyamide

Drive sprocket and
idler sprocket.
Molded

Dimensions are expressed in inches.

A MOQ may be applied. 

7900 Sprockets
Drive sprocket Idler sprocket

O
D

PD

B

1.50

0.59

LEGEND:  Z=Nº Teeth | B=Bore | PD= Pitch Diameter | OD=Overall diameter | S=Shaft center to wear strip top

O
D

PD

B

1.50

0.59

IMPERIAL
SIZE

Article-Nr. Z- Bore PD OD S

POM Natural PA Natural

250151Y  250151YPA  12 1’’ 4.09 4.29 1.97
250172Y  250172YPA  1 1/4”
250154Y  250154YPA  1.1/2’’
250351Y  250351YPA  18 1’’ 6.10 6.30 3.07
250372Y 250372YPA  1 1/4”
250354Y  250354YPA  1.1/2’’
250451Y  250451YPA  20 1’’ 6.81 7.01 3.43
250472Y 250472YPA 1 1/4”
250454Y 250454YPA 1.1/2’’

Article-Nr. Z- Bore PD OD S

POM Natural PA Natural

250101Y  250101YPA  12 1’’ 4.09 4.29 1.97
250122Y 250122YPA 1 1/4”
250104Y  250104YPA  1.1/2’’
250108Y  250108YPA  1.5’’*1.5’’ ■
250301Y  250301YPA  18 1’’ 6.10 6.30 3.07
250322Y 250322YPA  1 1/4”
250304Y  250304YPA  1.1/2’’
250308Y  250308YPA  1.5’’*1.5’’ ■
250401Y  250401YPA  20 1’’ 6.81 7.01 3.43
250422Y 250422YPA 1 1/4”
250404Y  250404YPA  1.1/2’’
250408Y  250408YPA  1.5’’*1.5’’ ■
250411Y 250411YPA 2.5’’*2.5’’ ■
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movexii.com

Movex S.p.A. Headquarters
Viale Industria, 22 - 24060 Castelli Calepio (BG) Italy

P +39 035 8359711
info@movexii.com

Movex S.p.A. Logistics center
Via Repubblica, 21/E - 24060 Castelli Calepio (BG) Italy

Eurobelt India
P +91-0-80 23718649
sales@eurobelt.co.in

Afher Eurobelt S.A.
P +34 983 217 480
afher@eurobelt.com

Movex worldwide

Movex Brazil Ltda
P +55-15-3141-2550
info.brazil@movexii.com

Movex SA de CV
P +52-1-3318458187
info.mexico@movexii.com

Movex CIS Countries
P +39-348-7769760
info@movexii.com

Movex USA Inc.
P +1-877-401-5377
info.usa@movexii.com

Movex GmbH
P +49-6204-9375-0
info.germany@movexii.com

Movex France
P +33-06-21-02-79-15
info.france@movexii.com

Movex UK Ltd.
P +44-77-20678442
info.uk@movexii.com

Movex India
P +91 9822085998
info.india@movexii.com

Movex Spain
P +34 983 217 480
info.spain@movexii.com

Movex Nederland
P +31-630-994850
info@movexii.com

Movex China
info.china@movexii.com
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